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PROVIDING A NEBULIZER CONTAINING 
A COUGH-INDUCING LIQUID AND HAVING 
AN ASSOCIATED SWITCH RESPONSIVE 
TO ACTUATION OF THE NEBULIZER 
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OPERATIVELY CONNECTING THE NEBULIZER 
ASSOCIATED SWITCH WITH AN EMG MACHINE ' 
TO CONTROL ACTIVATION OF THE MACHINE 






CONNECTING ONE OF 
FROM THE EMG MA( 
ADJACENT AT LEAST 
CONTRACTS WHEN T 


\ MORE ELECTRODES 
DHINE TO A PATIENT ' 
ONE MUSCLE WHICH 
HE PATIENT COUGHS 






INDUCING A COUGH IN THE PATIENT BY 
ACTUATING THE NEBULIZER DIRECTING 
ATOMIZED COUGH-INDUCING LIQUID 
INTO THE PATIENT'S THROAT; 






SENSING ELECTRICAL ACTIVITY GENERATED 
IN THE AT LEAST ONE MUSCLE 
RESPONSIVE TO THE INDUCED COUGH 






DETERMINING ELAPSED TIME BETWEEN 
RESPONSE OF THE NEBULIZER SWITCH 
AND THE ELECTRICAL ACTIVITY SENSED 
IN THE AT LEAST ONE MUSCLE 
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FIG. 2 
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